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INSTRUCTION MANUAL 
MODEL: YSAB-60900 

FEATURES: 
• AC adapter DC12V

• For use with airbrush diameter 0.2-0.5mm.

• 5 adjustable speeds

• Airbrush holder

• LED power light, turns off when not in use

• Minimal noise

SPECIFICATIONS: 
Power: DC12V 

Max Output/Min: 15Umin 

Voltage Input: 12V 

Current Input: 0.8A 

Max Pressure: 25PSI / 1.8 BAR 

Working Style: Continuously 

Speed: 5 adjustable speeds 

Product Dimensions: 145 x 96 x 57mm 

G.W.:440g

Air Gun - Series 61001 

Working Pressure: 15-50PSI 

Nozzle Diameter: 0.4 - 0.5MM 

Cup Capacity: 2cc 

Body Length: 140MM 

Control: Push Button 

Feed Type: Gravity 

INSTALLATION: 
1. After taking the compressor out of its packaging, please check it carefully for any

damages due to shipping.

2. Install the compressor on a flat surface suitably sized in a dry room with good ventilation,

where the temperature is not likely to exceed 35
°

c.

3. Be sure the electrical line rating is proper to the appliance (refer to the data label}, and
that the electrical line is protected and equipped off the ground.

4. Dispose of the packaging material in compliance with the regulations in the country of
origin or state where the compressor is installed.

OPERATING INSTRUCTIONS: 
1. Connect the adapter to the correct power supply and wait for the power light on the

compressor to turn on.

2. Fill fluid in the airbrush gun cup after thinning appropriately. DO NOT over fill the cup. 

3. Hold down the power button for 3s until the indicator turns on. This is at the Min speed.
The speed control is in cycle mode. {Touch the button for 1 s to adjust the pressure
from Min to Max.)

4. Hold the airbrush gun lightly in your hand.

5. By pressing the main lever on the airbrush gun, a stream of air emerges. Draw it back
gradually for colour atomization.

6. The spray pattern is in accordance with the distance between a work surface and the airbrush.

7. For fine line spray, remove the needle cover and hold the airbrush near the work surface.

8. To turn compressor off, hold down the button for 3s again.

Compressor works well with both single and dual action airbrush guns.

COMPRESSOR MAINTENANCE: 
1. Clean the compressor after every use.

2. Empty the fluid cup and wash with water.

3. Refill cup with water, then block the needle cover with a finger and spray.
The air flows backward into the nozzle to clean the paint remaining in the airbrush.

4. When cleaning the brush, make sure to avoid water spills on the compressor.

5. DO NOT clean under running water.

SAFETY: 
1. Do not use the compressor for other purposes than the one it as been designed for. 

2. Do not process any other fluid than air. 

3. Do not operate the compressor in explosive atmospheres, such as in the presence of
flammable liquids, gases or dust.

4. Do not change the MODE level quickly.

5. To avoid the risk of burning, be aware that after extensive use of the compressor some
parts can become very hot. Allow the compressor to cool down before touching it.

6. Do not spray and move the airbrush quickly to avoid spills and stains on the compressor.

7. Return airbrush to the holder while not in use.

8. Always make sure the unit is unplugged from the electrical line before performing any
service, maintenance or cleaning.

9. The compressor's ambient temperature should be between 0-40°C.

10. Ensure the compressor is stored in a dry, clean and ventilated environment.

11. Do not expose the unit to rain, moisture or direct sunlight.

12. Do not leave the compressor unattended at any time and keep away from the reach
of children.




